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M Features:
* 100-240V AC input

_.,:-'fﬁ ;l-‘" #|P40 Plastic non-waterproof
Lﬁj:"-f'- . »85% high efficiency
; F * 100% full load bur-in test
B *Built-in EMI filter with tiny ripple
4 s Protection: OTP,OLP,OVP, 5CP
#Cooling by free air
sIntend for LED lightings
W »CE ROHS Certified
®2 year warranty
Specifications
Product Code PCE0-WIV2aE
DC Voltage 2av
vaoltage tolerance 2%
Rated Current 2.54
Dutput Rated Power BOW
Max Power G2W
Ripple B Moize =120mVp-p
Set-up, Rise, Hold-up Time 10:0ms, 30ms, 20ms/ 230VAC
Input veltage range AC 1007240V; 4THZ~63Hz;
AC Current 0.34/230VAC
Input -
Efficiency B5%
Quiescent currant <10mAS23I0VAC
Abowe 105% of rated power
Ower Load
Shut-down output voltage, auto recovery after fault condition is removed
. Above Max. Voltage
Protection| Ower Voltage
Shut-down cutput voltage, auto recovery after fault condition is remaoved
Ower 130°C detected on main IC control
Oer Temperature —
Shut-down output voltage, auto recovery after fault condition is removed
) working Temp. & humidity "-20°CY+70°C, 20%90%RH
Ambiant

Storage temp. & humidity

"-40°C¥+85°C, 10%~95%RH

withstand voltage

I/P-O/P: 1.5EVAC/ 1min; IYP-F/G: 1.5KVAC/1min;0/P-F/G: 0.5KVAC/1min;

safety EB4843 [|ECE0950-1; ENG0950-1
Tesings EMC ENS5015:2013; GB9Z254
VD ENG1347-2-13:2006/4C:2010
Casing Material wi-flame retardant PC plastics
Cooling Method Free air convention
Dther -
Demension[L*W*H) 1E2*49*30mm
Weight 0.15kg pes
1, The above mentioned data were measured at 230VAC input and 25°C.
2, Ripple & noise are measured at 200 Hz of bandwidth by using & 12" twisted pair-wire terminated
with a 0.1uf & 47uf parallel capacitor.
Note

3, Dis-conmect the AC input before checking any mal-phenomenons.
4, Make sure the INPUTEOUPUT were in right situation before connected to power supply.
5, Be ware of high power pressure may caused by short circut when installing metal casing products.
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Artisan Lighting Phuket Co.,Ltd. 100/364-5 Moo.5 Pracha-U-Thid Rd., Rassada, Moang, Phuket 83000

Thailand. Tel & Fax +66(076)376 101-3 Mobile & Line ID : 081 898 7671, 088 760 8371
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